
Common PBS vehicle configurations Description PBS level Maximum 
length† (m)

Maximum permitted mass
GML (t) HML (t) 

PBS TRUCK AND DOG TRAILERS

1�
3-axle truck and 3-axle dog trailer

1 20.0 50.0 –
2 20.0 50.0 50.0

2�
3-axle truck and 4-axle dog trailer

1 20.0 51.0 –
2 20.0 58.0 58.0

3�
3-axle truck and 5-axle dog trailer 2 26.0 62.0 63.5

4�
3-axle truck and 6-axle dog trailer 2 26.0 65.5 69.0

5�
4-axle truck and 3-axle dog trailer

1 20.0 51.0 –
2 20.0 54.5 54.5

6�
4-axle truck and 4-axle dog trailer

1 20.0 51.0 –
2 20.0 62.5 62.5

7�
4-axle truck and 5-axle dog trailer 2 26.0 66.5 68.0

8�
4-axle truck and 6-axle dog trailer 2 26.0 70.0 73.5

PBS PRIME MOVER AND SEMITRAILERS

9�
2-axle prime mover and 2-axle semitrailer 1 20.0 33.0 33.0

10�
3-axle prime mover and 2-axle semitrailer 1 20.0 41.0 41.0

11�
3-axle prime mover and 3-axle semitrailer 1 20.0 44.5 46.5

12�
4-axle prime mover and 3-axle semitrailer 1 20.0 49.0 50.5

13�
3-axle prime mover and quad-axle semitrailer 1 20.0 44.5 51.0*

14�
4-axle prime mover and quad-axle semitrailer

1 20.0 49.0 51.0*◊

2 21.0 49.0 55.5*◊

15�
Prime mover and semitrailer with 2 axle groups (2-1)∆ 1 20.0 50.0 50.0

16�
Prime mover and semitrailer with 2 axle groups (1-3)∆

1 20.0 51.0 51.0
2 21.0 53.5 55.5◊

PBS B-DOUBLES

17�
3-axle prime mover B-double (2-2)

1 20.0 51.0 –
2 26.0 58.0 58.0
3 30.0 58.0 58.0

18�
3-axle prime mover B-double (3-2)

1 20.0 51.0 –
2 26.0 62.0 63.5

19�
3-axle prime mover B-double (3-3)

2 26.0 65.5 69.0
3 30.0 65.5 69.0

20�
3-axle prime mover B-double (4-3)

2 26.0 65.5 73.5*

3 30.0 65.5 73.5*

21�
3-axle prime mover B-double (4-4)

2 26.0 65.5* 78.0*

3 30.0 65.5* 78.0*

PBS A-DOUBLES

22�
3-axle prime mover A-double (2-2-2) 2 30.0 75.0 75.0

23�
3-axle prime mover A-double (3-2-3)

2 30.0 82.0 85.0
3 36.5 82.0 86.0

24�
3-axle prime mover A-double (3-3-3)

2 30.0 85.0 85.0
3 36.5 85.5 91.5

PBS ROAD TRAINS

25�
A-triple (3-3-3-3-3) 4 42.5 129.0 142.0

26�
B-triple (3-3-3) 3 36.5 85.5 91.5

27�
AB-triple (3-3-3-3) 3 36.5 105.5 110.0

28�
BA-triple (3-3-3-3) 3 36.5 105.5 110.0

PBS BUS

29� Bus 1 14.5 20.5 –

PBS TRUCK AND PIG TRAILERS

30�
 3-axle truck and 2-axle pig trailer 1 20.0 39.0 39.0

31�
4-axle truck and 2-axle pig trailer 1 20.0 43.5 43.5

PBS VEHICLE CONFIGURATIONS
Disclaimer: This chart shows some of the NHVR-approved PBS heavy vehicle combinations used in Australia. Other heavy vehicle configurations may not be represented. The mass and length limits shown are from the Heavy Vehicle (Mass, Dimension and Loading) National Regulation (the MDL Regulation) and are provided for general 
guidance only. These limits are available only to vehicles that comply with all other regulatory requirements (e.g. width and height limits, tyre width, vehicle standards, load restraint, suspension type etc.). In some circumstances, other mass concessions and length limits may also be available. The NHVR website provides links to the 
MDL Regulation and to national and state Notices that may apply, depending on individual circumstances. For further information, contact the NHVR on 13 NHVR (13 64 87) at info@nhvr.gov.au or www.nhvr.gov.au/contact-us

† Vehicles may exceed the upper length in their level. Road manager approval and/or an individual route assessment will be required. * Quad-axle mass limit (QML). The MDL Regulation allows quad-axle groups up to 27 tonnes provided a combination is PBS approved. ◊ Operation of PBS 
vehicles on the PBS road network will require road manager consent. ∆ Vehicle Standards exemptions are required before a PBS vehicle approval is issued.


